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MATERIALS AND FINISHES o ——s
Molded inserts: Glass fiber reinforced diallyl RAH Hid) 128748 /8-BOOF 1A
phthalate per MIL-M-14, type GDI-30F, green. piae b s 128748,/8-CO0F 1A
Pin contact material: Phosphor bronze, per - - _E zg;” - ggﬂ:
00-8-750. =i EEN ¥
Socket contact material: f = i B i o e e
Standard _socket (open _entry construction): \ Y OPENING  M28748/8-HOOF1A
3

Phosphor bronze per QQ-B-750. Optional beryllium

copper per 0Q-C-530. M28748/8-A00G1A
Closed entry socket: Brass body per QQ-B-626; Mze;: 1A
beryllium copper pressure member per QQ-C-533. M2874 1A
Contact finish: Gold plate per MIL-G-45204, type |, M2874 1A MSCMMZ26-2255525
grgde C, class as required by customer, over a M28748/8-FO0GIA  MSCMM34-2255525
suitable underplate. M28748/8-G00G1A  MSCMM44-2255525
: Accessories (hardware, hoods, brackets): Contact M28748/8-H00G1A 2085525
factory.
- /s a00sta Mscu 255k
| PERFORMANCE CHARACTERISTICS b R
I Voltages, breakdown (Sea level): 1,800 volts rms, mgg;: :: wmgggg;g
60 Hz.
Voltages,test (Sea level): 1,300 volts rms, 60Hz. Nodrdo/0 C00SIA  MOCMMIL 255500
Contact size: No. 22, 0.030” (0.76mm) diameter. M28748/8-HO0S1A 2955K6
| Wire size accommodated: No. 22 AWG.
Current rating: 5.0 amperes maximum per contact. = M28748/8-A10L1A  MSCMM4-22SSK6H
‘ Insulation resistance: 5,000 megohms minimum. Q) M28748/8-B10L1A  MSCMM7-225SKeH
‘ Operating temperature: — 65°C to + 125°C. [EOI00IA KEH
i /8-E10L1A KEH
mCunnecmrs meet all other requirements of Ale Mty /8-FI0L1A K6H
MIL-C-28748 for contact size 22 (electrical, mech- M28; G10L1A K6H
anical, environmental) when supplied with M28748/8-H10L1A M MSMMSMZSSKGH
MIL-SPEC approved materials and finishes.

M28748/8-G20L1A  MSCMM44-22SSK6H-1
M28748/8-H20L1A  MSCMSMM50-228SKEH-1
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